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insulfiex
Application

Description:
Insulflex is a flexible and light weight elastomeric nitrile rubber material designed for thermal insulation. Insulflex

insulation is black in colour, available in tubing and sheet form. The extruded flexible tubings are specially designed
to fit the standard diameters of steel and copper pipings. Sheets are available in standard precut sizes or in rolls.

Uses:

Insulflex expanded closed cell structure provides the ideal and most efficient vapour barrier for the
condensation or frost formation on cocling systems, chilled water and refrigerant lines.

Insulflex also retards heat loss for hot water plumbing and heating, dual temperature
It protacts pipes by acting as a vibration damper and giving protection agamst corr
industrial environment. o

Insulflex inherent flexibility makes it ideally suited for the ins
irregular shaped vessels, air-ducts and large diameter pipes.

Insulflex sheets and roll insulation are extremely flexible and
tanks, vessels and large pipes. It is the same high quality, e
Insulflex tubing.

Characteristics and Advantages:
Insulflex insulation material has been specially d

or heating systems.
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Iinsulfiex
Product

Tubing Sizes

C"-]:‘}[’[E'EER TUBING - UNIT LENGTH 2 METRES / 6 FEET
MNominal Noinital Nominal Morinal MNominal Nominal MNominal MNominal Nominal
Iu:i_ulatiun Size OD Size IPS Fo— 1 0mm 13mm 19mm 25mm 32mm
Size ID wall wall wall wall wall
mm | inch | mm | inch | mm| inch | Pes | Total| Pcs | Total| Pes |Total| Pcs |Total| Pes | Total| Pcs |Total
JCn | Mirs | /Cin | Mirs | /Cin | Mitrs | /Cin | Mitrs | /Cin | Mirs | /Cin | Mirs
JCin Cin /Cin /Cin /Ctn MCtn
[ 144 4] 1/4 - - 250 | 300 168 336 | 120 | 240 48 96 - - - -
10 38 10 3E - - 200 § 400 1210 240 100 200 30 72 30 60 - -
13 152 13 1/2 3] 13/4) 150§ 300 100 200 B0 140 30 10 28 56 - -
16 5/8 16 5/8 10 3/8 120 § 240 90 180 63 126 30 60 24 48 - -
19 374 19 3/4 = = 100 { 200 | 72 144 | 56 112 | 26 52 20 | 40 - -
22 T8 22 & 13 1/2 90 180 65 130 42 #4 24 48 20 40 - =
25 1 o5 1 - - 20 [ 160 | 49 o8 36 72 20 40 18 36 14 2%
248 11/8 20 11/8 = - - - 45 0% 36 72 20 40 18 36 14 28
[ 32 T1al 3> 1114 - - - - 42 g4 30 60 20 40 16 32 12 24
35 J13x&] 35 J13as] 2s = = 36 72 3() 6i) 18 36 15 30 12 24
42 158 42 15/8 32 1/4 - - 30 (410 25 50 16 32 12 24 10 20
48 J178| 48 |1%8] 38 | 11/2 _ — 28 56 20 40 12 24 10 20 8 16
51 2 51 2 = = - - 24 48 20 40 12 24 o 18 7 14
54 21/8]| 54 2 1/8 - - - - 20 40 18 36 12 24 9 18 7 14
a0 [232] e [23/8] 51 2 = = 20 41 18 36 [ 1% [ 1% 6 12
&7 258 &7 2 5/8 - - - - 18 36 13 26 8 16 8 16 [ 12
73 27| 73 278 64 | 21/2 - - 18 36 13 26 8 16 g 16 6 12
ASTHA
TH 3 76 3 (i) Z 12 - - 18 36 12 24 8 16 B 16 §] 12
(B.5)
79 318 79 31/8 - - - - 15 30 12 24 & 12 & 12 5 10
80 [312] 8 [312] 76 3 = = 15 30 12 24 6 12 6 12 5 10
101 3 1701 | 2 = - 1 - - - = R = . = =
114 4 1/2 114 412 - - - = - - - - - - G = (] [
STANDARD FLAT SHEETS
MNominal Thickness Sl No. of Sheets Total Area Per Ct
T inch m ft Per Clarton m2 ft2
3 1/8 1.22x0.914 4x3 El 80,20 960
& 1.4 1.22x0.91 4x3 ET) 44 60 480
9 3R 1.22x0.914 4x3 26 2599 312
13 1.2 1.22x0.914 ax3 20 22,30 240
15 548 1.22x0.91 4x3 16 17.84 192
12 34 1,22%0.914 ax3 14 15,61 168
25 1 1.22x0.912 4x3 10 11.15 120
31 1 1/4 1.00x1.220 3281x4 2 9.76 104
38 11/2 1.00x1.220 3.281x4 7 8,54 91
50 2 1.00x1.220 32814 5 6.1 65

CONTINOUS ROLLS
Size Per Roll Totzl Arca Per Roll
mm imch m fi m2 2
3 1/8 1.22x%.14 4x30 11.15 120
[3 1/4 1.22x9.14 4x30 11.15 120
9 3/8 1.22x9.14 Ax30 11.15 120
13 1/2 1.22x9.14 4x30 11.15 120
15 5/8 1.22x9.14 4x30 11.15 120
19 3/4 1.22x%.14 4x30 11,15 120
25 1 1.22x9.14 4x30 11.15 120
31 1 1/4 1 (Mt 14 3.281x30 9.14 Q8.43
38 1 1/2 1.00xS 14 3.281x30 9.14 EEEE]
50 2 1.00x9. 14 3 281x30 9.14 9843




insulfiex

Specifications
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insulifiex
Why Use Insulflex ?

*Low thermal conductivity or "K" value.

* Its closed czall nature requires lower thickness compared to other
products of same density, thus cost saving.

* No jacketing/vapour barrier is required due to the tough skin formed
during the manufacturing process. In comparison other insulafion
products such as glasswook rcquire a layer of jacketing to prevent N
water moisture which will affect the "K" value.

= "K" value is very stable due to the closed cell nature compared to
other products.

= Flexibility enables pzsrfect insulation to fit bend and irregular pipes.

* Closed cell is non-hazardous. No precaution is needed in handling

and installing the product. ./
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Inswlation Taupe

Product Specification And Application

INSULFLEX INSULATION TAPE

Self adhesive CFC free synthetic rubber adhesion
based insulating tape for strong bonding and longer
durability and yet retaining it's insulating properties.
Ideal foe insulating fittings, short pipe length, valves
etc. It is quick and easy to apply.

Insulflex Insulation Foam Tape adhere firmly to all
types of pipe metal surface. There is no worry on the
problem of delamination as the adhesive side is made
of very high quality synthetic rubber based material.

Temperature Range : -20°C to 80°C

Thermal Conductivity X 0.037W/(m k)at20 C

Adhesive Surface  : Synthetic Rubber

Fire Rating (Tape) : BS 476 Part 7 - Class 1

Adhesion Strength : 1000g/25 mm area

Ozone Resistance : ASTM D 1171 - Good

Against Oil & Grease : Good

Sizes ( Nominal ) and Packing

Size Qty / Box Qty / Ctn
3mmx24mmx9.14m 2 48
3mmx48mmx9.14m 1 24




insulfiex

Adpesive

INSULFLEX ADHESIVE

Synthetic rubber based adhesive specially formulated
to ensure that the joining of Insulflex tubing and
sheet insulation are properly sealed to avoid condensation
in the cooling pipe system. This adhesive is suitable
for joining of rubber tubing and sheet together and
also to join or adhere rubber sheet to metal duct.

There is no problem of delamination as the adhesive is
water proof after complete dry.

Product Specification And Application
Type . Synthetic Rubber Water Resistant : Good ( After Drying )
Color : Black Consumption : 3 m/square per liter
Adhesion Strength : Excellent ( On smooth surface )

Sizes ( Nominal ) and Packing
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insulfiex’

Fllastonperie Paint

INSULFLEX ELASTOMERIC
MEMBRANE PAINT

Water based Tri - polymer elastomeric membrane
specially formulated to provide a tough, elastic and
weather proof coating for all Insulflex insulation
outdoor installation. All Insulation outdoor must be
properly coated ( protected ).

Product Specification And Application

Type : Water based Tri - Polymer Painting Method : Brush, spray gun or roller
Specific Gravity : 1.35 4/~ 0.03 kg/liter Paint Consumption : 12 m/square per liter
Bonding Strength : Excellent adhesion :  ( On smooth surface )
properties & mechanical Dilution : Not necessary
toughness to resist Drying Time : Touch dry 1 hour at 30° C
abrasion UV blistering Overcoating Time : 8 hours at 30° C
In tough weather and
extreme temperature
Sizes (Nominal ) and Packing — . B
Volume Per Tin n/Cn | INSUIFIE) |INSL1]Ela)
1 Liter 18 = 1 B

























